
CONFIGURATIONS

FIXED 2-LEAF

TILT & TURN

FULL ARCH

BOTTOM HUNG

SIDE HUNG

TOP HUNG

B OTTOM HUNG 
ANGLED

T&T + HINGED LEAF

FLAT ARCH

3-LEAFSINGLE LEAF

Slot & clamp 
hinges 

(aluminium 
+ stainless)

 Slender lines 
(optimum daylight)

55 mm leaf

Good water 
recovery

*Conditions 
disponibles 
sur dépliant 
Garanties 
réf 094.045
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Laquage Garanti
LAQUAGE
GARANTI

LAQUAGE
GARANTI

Label*

Licence n°549

CURVED SHAPE DESIGN

51mm fixed frame

• Complete range

• All frame types are made

• Leaf 55mm

• Good water sealing on fixed frame

• Concealed drain holes on leaf

• Reduced sill for disabled access

• Architraves & sill covers common to all series

• Available in all Profils Systèmes’ exclusive colours : Terra Cigala®,
 Maohé®, Eclats Métalliques®, Profils Color®, Terre de Matières®

• Colour shades guaranteed up to 25 years

FEATURES

FIXED FRAME

LEAF

GLAZING

Fixed frame 51mm wide. Hollow-section fixed frame;

clip-on sill cover and offset shutter pieces possible to 

compensate for wall infill thickness.

55mm hollow-section leaf, rounded shape inside 

and outside.

Simple or insulating glazing 6–30mm (50mm with 

widener) held in place by 2 EPDM seals and a clip-

on glazing bead with a minimum height of 21mm  

(bottom of rebate).

FLAMINGO®  is  a “cold”  range  of  traditional aluminium 

hinged units for assembling large frame sizes (without 

thermal break), notably on compound frames that can 

accept hinged leaves and casements, tilt & turn panels, 

bottom hung windows, etc.

PERFORMANCE

ACCESSIBILITY

Aluminium hinged units 
with no thermal break

013FE SERIES

Weather tightness :  

Dimensions W x H 1400 x 1400mm / AEV (air-water-wind) test Results : 
A*4 E*8A V*C5 2-leaf window

Dimensions W x H 1300 x 2200 mm / AEV (air-water-wind) test Results :  
A*3 E*9A V*A3 2-leaf window

Acoustic :  

Glazing 38/23 : Ra, tr = 36 dB
Glazing 4/6/10 : Ra, tr = 35 dB

Reduced sill for disabled access

Sections with glazing 
bead or U-seal



CURVED SHAPE DESIGN
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LOCKING

HANGING

MAX DIMENSIONS

STYLES

Closure by 1, 2, or 3 point locking bolt, catch operated by 

aluminium rod and Eurocylinder-actuated stainless steel 

tilting security latch with aluminium rod.

Straight hinges, either rebate- or flush-mounted.

With 1-leaf :

Max width : 1100 mm / Max height : 2150 mm

2 leaves inward opening

Weatherproof seal / stout fixed frame / curved design

• Tough and stylish

• Incorporation of compound frames

• Excellent weather sealing performances

• Reduced sill for disabled access

• Available in all Profils Systèmes’ exclusive colours : Terra Cigala®,
 Maohé®, Eclats Métalliques®, Profils Color®, Terre de Matières®

• Colour shades guaranteed up to 25 years

FEATURES

The FLAMINGO®  series of sections is designed for the 

manufacture of traditional front doors without thermal 

break. Its tough construction and stylish looks mean it can 

be used as a front door, French window, or built into any 

joinery facade.

Traditional aluminium 
door - no thermal break

013FE SERIES

Fixed frame 
allows both

new and 
renovation 

fitting

Flat or 
waterproof sill

140mm plinth 
finish option

Heavy profile 
section
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PERFORMANCES

Weater tighness :  

Dimensions W x H 1300 x 2200 mm / AEV (air-water-wind) test Results: 

A*4 E*9A V*A5 / 2-leaf door

ACCESSIBILITY
Reduced sill for disabled access

A Corialis affiliated company

Label*

Licence n°549

*Conditions 
available 

on request 
from Profils 
Systèmes

Powder coating 
guaranteed
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Parc Activités Massane - 10 rue Alfred Sauvy 
34 670 Baillargues – France / Tél : +33 4 67 87 67 87

www.profils-systemes.com


